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Test / Certyfikat CE
Test / CE Certification

Bezbarwne okulary Climax 590-| zostaty zaprojektowane
w celu zapewnienia skutecznej ochrony przed uderzeniami
czastek o duzej predkosci i niskiej energii. Okulary sg w
stanie wytrzymac¢ uderzenia matych czastek, takich jak wiéry
lub opitki drewniane, metalowe lub plastikowe, kawatki fodyg
i gatazek roslin wytwarzane podczas korzystania z maszyn
ogrodniczych itp. Predko$¢ tych czastek nie powinna
przekracza¢ 45 m/s. Ich specjalna konstrukcja zapewnia
minimalne  ograniczenie widzenia bocznego, a ich
neutralno$¢ optyczna i wyjatkowa lekko$¢ umozliwiajg
noszenie ich przez diugi czas bez powodowania dyskomfortu.

Przednig, cze$¢ tworzy okular wykonany z bezbarwnego
polikarbonatu. Ma on staty mostek i naktadki na nos, ktére
wystajg z okularu. Ochrone boczng zapewniajg
przedtuzenia samego okularu. Zauszniki sa typu
topatkowego, wykonane z bezbarwnego poliweglanu,
potaczone plastikowymi zawiasami, przymocowane do
okularéw za pomocg metalowej $ruby.

Okulary posiadajg pojedynczg panoramiczng soczewke
wykonang z bezbarwnego poliweglanu.

Certyfikat CE
Normy: EN 166:2001
Rozporzadzenie (UE) 2016/425

Climax 590-I colourless has been designed to offer effective
protection against impact of high-speed and low energy
particles. Therefore, the spectacle is able to withstand the
impact of small projected particles, such as wood, metal or
plastic chips or filings, pieces of stalks and plant twigs
pro-duced when using gardening machinery, etc. The speed
of these particles should not exceed 45 m/s. Their special
design offers minimal limitation of lateral vision and their
optical neutrality and extreme lightness enables them to be
worn for long periods without causing discomfort.

The front is formed by the eyepiece, manufactured in
colourless polycar-bonate. It has a fixed with bridge and
nose pads that are projections of the eyepiece. Side
protection is offered by side extensions of the eyepiece
itself. The temples are spatula-type, also made of colourless
polycarbonate and are joined with plastic hinges that are
attached to the eyepiece with a metal screw that is the
rotation point and the only metal part of the spectacle.

The spectacle has a single panoramic lens manufactured
of colourless polycarbonate.
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Klasa optyczna Ochrona przed ryzykiem

Optical class uderzenia przez czastki o
niskiej energii i predkosci
Protection from risk of impact
by low-energy velocity particles
CE Certification
Norms:
EN 166:2001

Regulation (EU) 2016/425



